
Phooto  iSMART  Datasheet

The Phooto iSMART controller combines four functions into one 
device.

1) Cable  release - allows you to operate the shutter of the 
camera without touching (and moving) the camera

2) Radio  release - allows operation of the shutter from a 
distance - up to 100 metres - and without even being 
able to see the camera (unlike infra-red controllers)

3) Timer  release - as an intervalometer, the device allows for 
the release of the shutter at programmed intervals.

4) Bulb  timer mode - allows for long exposures (most 
cameras only allow up to 30 second exposures, but by using 
Bulb mode, longer exposures can be achieved)

Controlled by any device with Bluetooth 4.0 capability, the Phooto iSMART 
is powered by a replaceable coin cell battery that has an operating life of over a 
year. Most new telephones, tablets and computers support Bluetooth 4.0.

Three values are set into the device from the remote 
controlling device.

LONG - Used for either the delay before shooting or for 
the BULB delay mode. (Min: 0, Max: 18 hours, 12 
minutes, 15 seconds)
FRAMES - Number of frames to be taken in 
intervalometer mode (Min: 0, Max 65535)
INTERVAL - Interval between each frame in 
intervalometer mode. (Min: 0, Max: 18 hours, 12 minutes, 
15 seconds)

Once these values are set, commands can be sent to 
the Phooto iSMART -
BULB - (fire the shutter for the delay set by LONG).
START - delay for LONG, then activate the shutter FRAMES times at intervals set by INTERVAL.
FIRE - make a single shutter activation immediately.

System requirements :

• Camera with compatible shutter release connector
• Mobile phone or computer with Bluetooth 4.0 capability (suitable control software required)

At the time of writing, devices with Bluetooth 4.0 support include iPhone 4S, iPad 3, Samsung 
Galaxy SIII, Motorola Droid RAZR, New Apple MacBook Pro & Air models and others.
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Model Compatibility

iSMART N3 Canon EOS-1 series, 5D series, 10D, 
20D, 30D, 40D, 50D, 60D

iSMART E3 Canon 300D, 400D, 500D, 550D, 
600D, 650D, G12

iSMART DC2 Nikon D90 / D5000 / D3000 / 
D3100, D7000

iSMART ML3 Nikon D3, D700, D300


